SILT RETENTION FENCE
PRIORITY 2

SIDE VIEW

FABRIC TO BE 24" ABOVE GROUND WITH 4" IN TRENCH

24"

6"

10" TO TOE OF SLOPE

4" X 8" Trench

TOE IN AND COMPACT BACKFILL

BONDING STRIP

(1" X 8" X 24")

4 STAPLES

(1" X 13")

GROUND LINE

BOTTOM OF TRENCH LINE

POST (OAK)

(1 1/8" X 1 1/8" X 48")

(OR EQUAL DENSITY)

PLAN VIEW

REPAIR DETAIL
ATTACHING TWO SILT FENCES WHEN TRENCHING IS USED

PLACE THE END POST OF ONE FENCE INSIDE THE END POST OF THE OTHER FENCE

ROTATE BOTH POST AT LEAST 90° IN A CLOCKWISE DIRECTION TO CREATE A TIGHT SEAL WITH THE FABRIC MATERIAL

DRIVE BOTH POSTS ABOUT 12 INCHES INTO THE GROUND AND BURY THE FLAP IN A TRENCH

BLACK BAND

6" MAX O.C.

26"

24"

22"

TRENCH

4" LONG WOOD POST (OAK) SPACED AT 6'-0"

36" SILT-SAVER PRIORITY 2 FABRIC

FRAME MATERIAL: OAK OR SIMILAR
FILTER FABRIC MATERIAL: REFER TO SPEC
SCALE: NOT TO SCALE
LAST UPDATED: FEBRUARY 2015

www.siltsaver.com