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OF SLOPE

FABRIC TO BE 24" ABOVE GROUND WITH *J" IN TRENCH
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4'x8 BURY AND COMPACT BACKFILL

Trench
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MINIMUM OF 8" BLACK UV 120 LBS.
ZIP TIES FOR STEEL. ZIP TIES TO BE
INSTALLED AT ANGLE OVER WOVEN
BELT. (4 BELTS TOTAL)

/ GROUND LINE
\ BOTTOM OF

TRENCH LINE

USE 60" PAINTED PLEATED STEEL POST (1.25 LB/FT)

SIDE VIEW

USE WOVEN-IN BELTS AS ATTACHMENT POINTS

FOR THE TIES.

36" SILT-SAVER WBSF2S I‘i 4'MAXO.C. 4—|

TRENCH

STEEL
POST SPACED AT 4-0"

FRONT ELEVATION

g
?
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WITH ANCHOR PLATES + ORANGE PROTECTOR CAPS
USE WOVEN-IN BELTS AS ATTACHMENT POINTS
FOR THE TIES.

REPAIR DETAIL
ATTACHING TWO SILT FENCES
WHEN TRENCHING IS USED

PLACE THE END POST

AT LEAST 160° IN A
CLOCKWISE DIRECTION
TO CREATE A TIGHT
SEAL WITH THE FABRIC

DIRECTION OF RUNOFF WATER pone BoTH POSTS

OF ONE FENCE INSIDE
THE END POST OF THE
OTHER FENCE

ROTATE BOTH POSTS

MATERIAL

! ABOUT 12 INCHES INTO

THE GROUND AND
BURY THE FLAP IN A
TRENCH

PLAN VIEW

WOVEN BELTED SILT FENCE (WBSF)

2 STAGE (25)
WBSF2S
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